
Georgia Association of Broadcasters​
Public Education Program (PEP) Media Requirements 

 

TV Spot Requirements 

Layout Specs: 

All video content should follow this layout: 

●​ 5 Seconds of Slate​
 Include: Agency Name, Client Name, ISCI Code, Title​
 

●​ 2 Seconds of Black​
 Timecode: 00:00:05:00 – 00:00:06:29​
 

●​ Commercial Content​
 Begins at 00:00:07:00​
 

●​ End with 1–5 Frames of Black​
 

●​ Audio Peaks​
 Must be set at –10dB​
 

 

Video Specs: 

SD Media Requirements 

●​ Resolution: 720x486, 720x480, or 640x480​
 

●​ Framerate: 29.97fps​
 

●​ Accepted Formats: .mov, .avi, .mpg​
 

HD Media Requirements 

●​ Resolution: 1920x1080, 1440x1080, or 1280x720​
 



●​ Framerate: 29.97fps (59.94fps allowed for 1280x720)​
 

●​ Accepted Formats: .mov, .avi, .mpg​
 

 

Radio Spot Requirements 

Audio File Guidelines 

●​ Accepted Formats: .mp3, .wav, or any other standard broadcast-quality audio file​
 

●​ Sample Rate: 44.1kHz or 48kHz​
 

●​ Bitrate: Minimum 128kbps (for MP3)​
 

●​ Mono or stereo accepted​
 

●​ Clear voice, no distortion, clean start and end​
 

●​ Spots should not be padded with excessive silence at the beginning or end​
 

●​ Multiple lengths accepted (15, 30, or 60 seconds preferred) 
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